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POWDER STORAGE CABINET

Powder Storage cabinet protects 
powders from O2 and H2O contamination

http://www.inertcorp.com/


➢ Inert atmosphere storage <1% O2
➢ Two storage compartment

independently controlled
➢ Capacity up to 5000lb total storage
➢ Safety interlocked doors
➢ Hepa filtration
➢ PLC controlled purge in each 

compartment

SPECIFICATIONS
Internal Finish: 304 Stainless steel 

Wall Thickness: 12 Gauge (2.6mm) 
Internal Dimensions: 724mm W x 778mm 
D x 781mm H (per enclosure)
External Dimensions: 1315mm W x 
1097mm D x 2044.4mm H

Auto Purge valve: O2 (%)Level, Timer or 
manually controlled 
Siemens SIMATIC S7-1200 PLC control 
system 

Automatic pressure control: (+/- 15 
mbar)
Integrated Oxygen analyzer: Range 0-
25%
Power: 200-240 VAC 50/60 Hz 20 Amp
Filters:  Outlet HEPA (99.99% vs 0.3-micron 
MPPS)
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Safe post processing of additive 
manufactured parts 

with inert PowderShield™

Headquarters
One Industrial Way 
Amesbury, MA 01913 
P: +1 978-462-4415
www.inert.com

Subsidiary in Europe
Inert Europe - Jacomex
184 rue du bicentenaire
01 120 Dagneux
France

Subsidiary in India
Inert India - Jacomex
74, 3rd floor – Main Road
Chirag Delhi –
New Delhi – 110017 INDIA



SPECIFICATIONS

Internal Finish: Type #4, 304 Stainless steel 

External Surfaces: RAL 7035 Black 

Wall Thickness: 0.105” (2.6mm) 

Internal Dimensions: 724mm W x 778mm D x 781mm H 

PowderShield 999100 & 999101

External Dimensions: 1177mm W x 1113mm D x 1939mm H

PowderShield 999102 & 999103

External Dimensions: 1714mm W x 907mm D x 1939mm H

Auto Purge valve: O2 (%)Level, Timer or manually controlled 

Siemens SIMATIC S7-1200 PLC control system 

Siemens KTP700 7”(177.8 mm) color touch screen HMI 

Automatic pressure control: (+/- 15 mbar)

Integrated Oxygen analyzer: Range 0-25%

Power: 200-240 VAC 50/60 Hz 20 Amp

Filters: 1 x Inlet/ 1 x Outlet HEPA (99.99% vs 0.3 micron MPPS) 
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